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 > 
Conductor holder for flat roofs where it is not possible to drill in order to secure the conductor, such as bitumen roofs. Supplied empty to be then 
filled with concrete, or already filled with concrete. The lip at the bottom of the cone allows it to be embedded in concrete or bitumen. It can also be 
sealed with polymer.

CONICAL ROOF CONDUCTOR HOLDER 

 

APPLICATION AT-005MAPPLICATION AT-041E
APPLICATION AT-183E APPLICATION AT-145E

APPLICATION AT-040E
APPLICATION AT-184E

Reference Dimensions (mm)
Conductor range Conductor 

elevation (mm)
Includes Material Weight (g)

Ø (mm) mm2 Tape (mm)

AT-041E  140 x 140 x 90 8 - 10 50 - 70 30 x 2 - 30 x 3.5 65 Empty with base. Hold-fast clip
UV resistant 
polyethylene 

80 

AT-183E  140 x 140 x 90 8 - 10 50 - 70 30 x 2 - 30 x 3.5 65 Full of concrete. Hold-fast clip
UV resistant 
polyethylene + concrete

1000

AT-040E  140 x 140 x 90 8 - 10 50 - 70  - 65 Empty with base
UV resistant 
polyethylene

95 

AT-184E  140 x 140 x 90 8 - 10 50 - 70 - 65 Full of concrete
UV resistant 
polyethylene + concrete

1000

AT-005M  140 x 140 x 95  -  -  - - Empty with base. M10
UV resistant 
polyethylene

105

AT-145E  140 x 140 x 120 8 - 10* 50 - 70* 30 x 2 - 30 x 3.5  90 Empty with base.
UV resistant 
polyethylene

400

> SUPPORTS

> DOWN-CONDUCTORS AND ACCESSORIES

AT-005M

Complies with UNE 21186, NF C 17-102, IEC 62305, IEC 62561


