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Complies with UNE 21186, NF C 17-102, IEC 62305, IEC 62561

Equipotential bond between round, cable or tape and metal sheet.

METAL SHEET CLAMP

Reference Dimensions (mm)
Conductor range

Tape (mm) Material Weight (g)
Ø (mm) mm2 Sheet (mm)

AT-043K 56 x 45 x 60 7 - 10 35 - 70  - 5 - 18 Galvanized steel 210

AT-044K 56 x 45 x 50 6 - 10 25 - 70  - 1 - 12 Galvanized steel 190

AT-045K 27 x 47 x 50 7 - 10 35 - 70  - 1 - 12 Galvanized steel 155

AT-046K 35 x 40 x 40 6 - 10 25 - 70  - 1 - 8 Galvanized steel 110

AT-047K 30 x 40 x 50 6 - 10 25 - 70  - 1 - 8 Copper 100

AT-048K 30 x 40 x 50 6 - 10 25 - 70  - 1 - 8 Stainless steel 100

AT-049K 35 x 35 x 40 7 - 10 35 - 70  - 1 - 5 Zinc alloy 110

AT-052K 65 x 50 x 20 6 - 10 25 - 70  - 1 - 5 Galvanized steel 135

AT-053K 65 x 50 x 20 6 - 10 25 - 70  - 1 - 5 Copper 148

AT-054K 50 x 60 x 30 8 - 10 50 - 70  - 1 - 8 Galvanized steel 120

AT-055K 50 x 40 x 60 7 - 10 35 - 70  - 1 - 5 Galvanized steel 160

AT-056K 55 x 30 x 40  - - 30 x 2 - 30 x 3.5 1 - 5 Copper 280

AT-057K 55 x 30 x 40  - - 30 x 2 - 30 x 3.5 1 - 5 Galvanized steel 270

APPLICATION AT-056K (Cu - copper)
AT-057K (GS - galvanized steel) 

APPLICATION AT-047K (Cu - copper)
AT-048K (SS - stainless steel) 

APPLICATION AT-052K (GS - galvanized steel) 
AT-053K (Cu - copper)

APPLICATION AT-046K

APPLICATION AT-045K APPLICATION AT-049K

APPLICATION AT-055K APPLICATION AT-054K

APPLICATION AT-043K
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