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 > BIMETAL CONNECTOR
Used for bonding copper, aluminium or galvanized steel conductors, preventing galvanic coupling, particularly where an aluminium or galvanized steel 
lightning protection system has to be connected to a copper earthing system. 

Reference Dimensions (mm)
Conductor range

Material Weight (g)
Ø (mm) mm2 Tape (mm)

AT-013F 42 x 42 x 25 4 - 13 16 - 95 - Aluminium alloy 183

AT-092F 100 x 30 x 30 8 50 - Copper/Aluminium 250

AT-093F 100 x 30 x 30 8 (Aluminium) 50 (Aluminium) 25 x 3 (Copper) Copper/Aluminium 225

AT-094F 100 x 30 x 25 -  - 25 x 3 Copper/Aluminium 200

AT-107F 58 x 30 x 20 8 - 10 (Copper) 50 - 70 (Copper) 30 x 2 - 30 x 3.5 (Galvanized steel) Copper/Galvanized steel 180

AT-108F 50 x 30 x 20 8 50 - Copper/Galvanized steel 180

Complies with UNE 21186, NF C 17-102, IEC 62305, IEC 62561

APPLICATION AT-092F APPLICATION AT-093F APPLICATION AT-094F

> TEST CLAMPS

> DOWN-CONDUCTORS AND ACCESSORIES

AT-107F AT-108FAT-013F


