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8 > LIGHT AIR ROD
Hollow air terminal for reduced anchorage (AT-107B, table 24) and stackable wedged concrete base (AT-030B, table 
29).

Reference Dimensions (mm) Total height (m) Material Weight (kg)

AT-163A Ø18 x 1000 1 Copper 0.84

AT-164A Ø18 x 1500 1.5 Copper 1.19

AT-165A Ø18 x 2000 2 Copper 1.53

AT-166A Ø18 x 2500 2.5 Copper 1.88

AT-167A Ø18 x 3000 3 Copper 2.22

AT-168A Ø18 x 1000 1 Aluminium 0.26

AT-169A Ø18 x 1500 1.5 Aluminium 0.36

AT-171A Ø18 x 2000 2 Aluminium 0.47

AT-172A Ø18 x 2500 2.5 Aluminium 0.57

AT-173A Ø18 x 3000 3 Aluminium 0.68

AT-174A Ø18 x 1000 1 Stainless steel 0.76

AT-175A Ø18 x 1500 1.5 Stainless steel 1.08

AT-176A Ø18 x 2000 2 Stainless steel 1.40

AT-177A Ø18 x 2500 2.5 Stainless steel 1.72

AT-178A Ø18 x 3000 3 Stainless steel 2.04

AT-179A Ø18 x 1000 1 Galvanized steel 0.77

AT-180A Ø18 x 1500 1.5 Galvanized steel 1.10

AT-181A Ø18 x 2000 2 Galvanized steel 1.42

AT-182A Ø18 x 2500 2.5 Galvanized steel 1.75

AT-183A Ø18 x 3000 3 Galvanized steel 2.07

Complies with IEC 62305, IEC 62561

>INTERCEPTION SYSTEMS AND ACCESSORIES

> RODS AND MESHED CONDUCTORS

AT-179A (GS - galvanized steel)
AT-174A (SS - stainless steel)
AT-163A (Cu - copper)
AT-168A (Al - aluminium)


